
 
 

 

 
GMEET VC Cam 830 
Video Conferencing Room Solutions  

 
GMEET	VC	Cam	830,		
All in one 4k Conference solution 
that combines audio and video	

GMEET VC Cam 830 is All-in-one design is a perfect conference solution that combines audio and video .GMEET VC Cam 
830 has built-in wide field of view 4k camera and optimized audio that easily accommodates small meeting spaces, the all-in-
one conference camera lets you hear and see clearly from presenters. 

As easy as plug and play into a USB port and simply works. It works well with any video conferencing application and cloud 
service, including the ones you already use. With automatic face recognition and voice tracking function. 
Key Features:  

All in One design Compact all-in-one form factor takes up less space and minimizes cable clutter.  

Ultra HD 4K image sensor Support multiple resolutions, including 4K (Ultra HD),1080p (Full HD) and 720p 
(HD), to best support the quality offered  

4 Microphone arrays and high quality speaker four beamforming microphone arrays with noise and echo 
cancellation, plus a built-in high quality speaker to make all the participants to hear and be heard clearly.  

Wide field of view Wide field of view makes everyone can be seen in the room. No exception for positions 
near the camera or corners of the room.  

Expansion microphone is optional the optional expansion microphone can be flexibly deployed for 
different configuration of rooms to increases conversational radius.  

SPECIFICATIONS  
Item Function Specification 

Camera 

Lens 4k  Lens/ 1/2.3" CMOS,12.4M 
Resolutions 4K@30fps, 1080p@30fps , 720p@30fps, etc.  

Field of View 120° 
Zoom and ePTZ 5x digital and ePTZ   

 
 

Audio 

Microphone Built-in 4 beamforming microphone arrays 
Voice pick-up range upto 16ft 

Expansion Microphone & 
Control Touch Panel 

optional 

Speaker Built-in high quality Speaker, Amplifier Power 20W 
 

Physical interfaces 
USB  USB 3.0  

Ethernet 10/100/1000 Port 
Power port DC 12V 

Line – in and out 3.5mm 
Size and Weight Product Size 602.5mmX93mmX74mm, Weight1500g 
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