
 
 

 

 
GMEET VC Cam 820   
GMEET	VC	Cam	820,	Designed	for	small	and	Medium	Meeting	Rooms	 

Key Features:  

● 4K	Ultra	HD	
Features	a	true	4K	(3840x2160)	for	the	best	video	possible,	delivering	a	ULTRA	clear	bright	image	up	to	4K@30fps/25fps,	
downward	compatible	with	1080P	and	720P,	etc.	
● USB	3.0		
USB,	3.0	Connection,	video	and	audio	all	in	one,	support	streaming	USB	video	signal	and	audio	source.	
● Adopts	fully	customized	auto-focus	orthoscopic	lens	with	84°(AF)	/	120° view	angle	to	deliver	a	wide	horizon.	
Support	EPTZ	to	deliver	wider	and	sharper	images.	
● Built-in	Microphone	
Built-in	microphone	array	to	pick	up	sound	equally	from	all	directions.	Unique	noise	reduction	algorithm	to	accurately	
present	your	voice.	
● WDR	
Wide	dynamic	range	to	deliver	easy	availability	for	various	lighting	environments	in	the	most	harsh	conditions.	
● Low	Light	
Features	star-level CMOS	sensor	and	2D/3D	noise	reduction	algorithm,	delivering	ultra	high	SNR	for	optimized	noise	
reduction.	With	a	high	SNR	of	55dB,	the	image	is	still	clear	and	sharp	even	in	the	low	light	environment.		

SPECIFICATIONS 

Item  Function  Specs  

Camera  

Lens Focus: f=3.5mm, FOV:84° or Focus: f=2.8mm, FOV:120° 

Resolutions and frame 4K, 1080p, 720p, 640X360p, 320x240p  
30fps, 25fps, 24fps, 20fps, 15fps, 10fps, 7.5fps, 5fps  

Video Compression  H.265/H.264/MJPEG/YUY2 
ePTZ  Yes , 8x Digital 
Field of view  84°/120°  

Audio  

Microphone  Built-in 2 beamforming microphone arrays 
Voice pick-up range  6m / 20ft  
Expansion microphone  √  
HDMI Interface 1XHDMI 
Audio Interface 1X3.5mm Audio Jack line In 

Physical interfaces  

USB  1 x USB 3.0 ( Type B ) UVC v1.0/v1.1/ v1.5   
Power port  5V/1A 
Network Interface 1xRJ45: 10M/100M/1000M Ethernet Interface ,1xWireless Wi-Fi (optional)  
Size 194mmX34mmX42mm  
Net Weight 0.5KG 
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